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LIST OF EVOLUTIONS 
 

 

 

Date  Issue N° By Evolution 

26/07/2017 1  - Document creation 

08/01/2018 2 

Pierre JACQUIER - Electrical interface 

- Control box Drawing 

- Electrical power supply 

03/12/2024 3 

JPC AVIATION - FEE n° 136 issue 1: Feu 6441101 amd A 

- Remplacement de la verrine en polycarbonate injectée par une verrine 

en borosilicate de forme similaire réalisée par soufflage. 

- Remplacement du traitement anticorrosion ALODINE A1200 par un 

traitement SURTEC 650. 

 

- FEE n° 137 issue 1: Feu 6441102A amd A 

- Remplacement du traitement anticorrosion ALODINE A1200 par un 

traitement SURTEC 650. 
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1 General 

1.1 Generalities 

 

This document defines the electrical, mechanical and thermal interfaces for “Xenon Anticollision Light System”, 

Light P/N 6441101 amd A and Power unit supply 6441102A amd A. 

 

1.2 Destination 

 

Anti-collision light for light aircraft. 

 

1.3 Description 

 

The light P/N 6441101 amd A is connected to Power unit supply P/N 6441102A amd A.  

 

Light: 

The light source is 20W xenon bulb. 

 

Power Unit Supply: 

The electronic system includes the voltage regulation, the flashing command and EMI/EMC protections. 

This design offers an extremely high reliability, a high resistance to shocks and vibration. 

 

1.4 FEE n°136 issue 1 – Light P/N 6441101 amd A 

 

- Due to failure of the production tooling of the injected polycarbonate glass, replacement by a borosilicate glass of 

similar shape made by blowing.  

This equipment is no longer installed as original equipment and is only produced for spare parts.  

Type of blown borosilicate glass identical to that which equips the wingtip strobe light P/N 6441501.  

Delta mass less than 10% / Was: 160 g / Is: 175 g. 

- Due to the ban on the Alodine A1200 surface treatment containing Chrome 6, replacement by a SURTEC 650 treatment. 

Performance of the SURTEC 650 anti-corrosion treatment validated by testing on numerous helicopter equipment.  

 

1.5 FEE n°137 issue 1 – Power Unit Supply P/N 6441102A amd A 

 

- Due to the ban on the Alodine A1200 surface treatment containing Chrome 6, replacement by a SURTEC 650 treatment. 

Performance of the SURTEC 650 anti-corrosion treatment validated by testing on numerous helicopter equipment. 
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2 Physical, electrical and optical features 

2.1 Physical features 

2.1.1 6441101 amd A Light 

- Individual weight : 175 g (0.39 pound) 

- Dimensions  : see 2D drawing in annex   

- Envelope color  : Aluminum with SURTEC 650 protection 

- Lens   : Borosilicate glass 

 

2.1.2 6441102A amd A Power Unit Sypply 

- Individual weight : 400 g (0.9 pound) 

- Dimensions  : see 2D drawing in annex   

- Envelope color  : Aluminum with SURTEC 650 protection 

 

2.2 Optical features 

  
20W xenon lamp 

 

2.3 Operating temperature 

 Positive temperature : +70°C  
Negative temperature : - 45°C 
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3 Network  

3.1  Light P/N 6441101 amd A 

 

 

3.2 Power Unit Supply P/N 6441102A amd A  
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3.3 Electrical interface 

3.3.1 6441101 amd A Light 

3 X G22 + AMP connector 1-480-701-0 
RED =  + HIGH VOLTAGE 
WHITE =    excit 
BLACK =  - HIGH VOLTAGE 

3.3.2 6441102A amd A Power Unit Supply 

Input: 2 X free end G22 wires  
RED  = + V 
BLACK  = GND 
 
Output: Shielded 3 X G22 wires + AMP connector 1-480-700-0 
RED =  + HIGH VOLTAGE 
YELLOW =    excit 
BLUE =  - HIGH VOLTAGE 

 

3.4 Electrical power supply 

3.4.1 6441101 amd A Light 

Input Voltage  : 400 V max 

3.4.2 6441102A amd A Power Unit Supply 

Supply Voltage  : 12 to 32 VDC 
Power   : 30W 
Output voltage  : 300 V (+/- 5%) 
Rating   :  0.7 Hz 
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3.5 Mechanical interface 

3.5.1 6441101 amd A Light: 

Fixation by N°21 Nut, provided with the anticollision light. 
Max torque: 20 nm 

 

3.5.2 6441102A amd A Power Unit Supply: 
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4  Annexes 
4.1 2D drawing 
4.1.1 6441101 amd A Light
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4.1.2 6441102A amd A Power Unit Supply 

 

 

Electrical bonding in all surface 
(SURTEC 650) 


