AIRCRAFT XENON ANTICOLLISION LIGHT SYSTEM
Anticollision Light: P/N 6481301 (356H28) - 704A46851007
Power Unit Supply: P/N 6481302 - 704A46830014 °

MAIN FEATURES - Aviation Red Anticollision Light system

Certified FAR27-FAR29 (Airbus Helicopters)
eHigh reliability
Power supply : 5000 FH MTBF
Xenon flash tube : 3.106 F @ 100 % cd
eLow EMI emission
eLight weight
*Resistance to high vibrations
eTested for extreme environment

TECHNICAL FEATURES
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eVoltage: 28 VDC- EN2282
ePower: 50 W at 28V (Consumption 1.8A)

eFlash per minute : 42 FPM
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eColor: Aviation red
eOperating Temperature : - 45°C / +70°C . €
eConnector : Light: MIL C 26 482 - 85102E83AP50 Iz R i

Power supply: AMP P/N. : 1-480-304-0 - )
eWeight: Light: 0.250 kg (0.56 pound) [
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Power supply: 0.700 kg (1.56 pound)
eMechanical interface: see 2D drawing
eMounting: On fuselage or tail fin j

Delivery with EASA Form One
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CONTACTS

ePhone: +33 (0)380 356 390,
eFax: +33(0)380 356 100
eWebsite: www.jpcaviation.com
eEmail: sales@jpcaviation.com
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1 8 holes @ Smm | Identification label

— — 4 — — | output connecto
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