
MAIN FEATURES - Aviation Dual Color Anticollision Light
Certified (Airbus Helicopters)

•High reliability - 20 000 FH MTBF

•Low EMI emission
•All in one : no interconnection wiring - Self contained Power supply
•Low weight
•Resistance to high vibrations - Airbus Helicopters SPX 902 A0002 E01 group 1.2 & 3
•Tested for extreme environment

TECHNICAL FEATURES
•Operating mode: 
- Red FAR29 
- Red NVG
- White FAR25
- White AIL/0168
- Both Red FAR29 & White FAR25 alternative
- IR Covert High
- IR Covert Low
•Voltage : 28 VDC– DO160D cat A
•Power
Max peak power (White AIL/0168): 297W
Max average power (White AIL/0168): 52W
Flash per minute : 42 FPM
•Operating Temperature : - 45°C / +70°C
•Connector : MIL D38999/20MD 97 PN
•Altitude : + 25000 ft
••Weight : 0.860 kg (1.87 pound)

CONTACTS
•Phone: +33 (0)380 356 390, 
•Fax: +33(0)380 356 100 
•Website: www.jpcaviation.com
•Email: sales@jpcaviation.com

AIRCRAFT DUAL COLOR LED ANTICOLLISION LIGHT 
P/N 6485400 - M334A00A0001
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